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PLUMBING – TRADE PERMITS 
 
 

MINIMUM INSPECTION REQUIREMENTS 
Contact your local building official to see if a permit is required 

 
• A full 24 hour notice is required.   
• Cancellations must be made a minimum of 2 hrs before the scheduled inspection.  If an 

inspector arrives for an inspection and it is not ready, a fail will be given and a fee for re-
inspection will be charged. 

 
1. Permits are required for all plumbing system additions or replacements with the following 

exceptions: 
a.  The stopping of leaks in drains, water, soil, waste, or vent pipe; provided, however, that if 

any concealed trap, drainpipe, water, soil, waste, or vent pipe becomes defective and it 
becomes necessary to remove and replace the same with new material, such work shall be 
considered as new work, and 

b. The clearing of stoppages or the repairing of leaks in pipes, valves, fixtures, and the 
removal and reinstallation of water closets, provided such repairs do not involve or require 
the replacement or rearrangement of valves, pipes, or fixtures. 

2.  A pressure test is required on all drains and potable water supply lines. 
3. There are two inspections required; after the rough-in piping is complete and the final. 
4. All plumbing sizes and installation requirements must be as per the 2000 Louisiana Plumbing 

Code  
5. No mixing of unlike pipes, such as PVC and ABS, unless mechanical couplings or connectors 

are used. 
6. Gluing of piping must include the use of the proper purple primer applied to the pipe before the 

glue. 
7. Pipe must be supported at 4 foot intervals when suspended underneath structures. 

 
 

 
ALL WORK AND MATERIALS MUST BE COMPLETED AND INSPECTED 

1.  If none of the work is concealed, only one final inspection is required. 
1. For any components that are to be concealed, a rough-in inspection and final inspection are 

required. 
 


